$14,5 max.

| CHARACTERISTICS |

Interface dimensions

‘Materia/ and finishings ‘

Center contact (captured)
Insulator........
(€16 E=1 = RN

Crimping ferrule.......cccvceeiieniiinnnnnnsssssniinnsseencones

‘ Suitable for cables

STRIPPING CABLE

acc. to I[EC 60169-8; CECC 22120

Brass—nickel plated
Brass—gold plated
PTFE

Silicone rubber

Soft copper—nickel plated

TR A DE

SARTORI

RG58 C/U

RG142 B/U

RG223/U

Electrical

IMPOAANCE..cceecssersrsessesssssssessressnessssessasersessesases 50Q

Frequency DC—4GHz

V.S.W.R <1,30 (17,7dB)

Insulation resistance............uuuueeeeeeenneenennnnennne 25GQ

Center contact resistance...........cccceueeueenneen.e. <£1,5mQ

Outer contact resistance <1mQ

Proof voltage...................... 1,5KVeff.

Working voltage .. 500Veff.

Recommended coupling nut torque................ 0,7Ncm to 28Ncm

Coupling nut retention 2450N

Center contact captivation(axial)......cceereeerne 215N .

MGtiNG CYCIES...vevererererererererereneresererenenssesesens >500 RoHS Comphoﬂt

‘Environmenta/ \

Operating temperature..............cueeeeevenennennnnnnes —-65°C to +165°C

Thermal shock as per MIL—STD—202 , Method 107,cond.B

Corrosion(salt Mist)......ccceeeereeererereecrercreenenens as per MIL—STD—202 , Method 101,cond.B

Vibration..............cc... as per MIL—STD—202 , Method 204,cond.B

Shock. as per MIL—STD—-202 , Method 213,cond.G

Moisture resiStance.........cceeveereveerveerveecrvenenes as per MIL—STD-202 , Method 106

Cable attachment

Center contact........eeeeiiiiisnnnnieiciiiiiinnnnnee crimping—die insert dimension 1.72 hex.

Outer contact crimping—die insert dimension 5,4 hex.
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